SECTION 36, TOWNSHIP 37, RANGE 13
SECTION 31, TOWNSHIP 37, RANGE 14
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W%O—Z, END 7 MAINTENANCE OF TRAFFIC GENERAL NOTES
487%48 DETOUR g 1. TRAFFIC CONTROL AND PROTECTION, INCLUDING DETOUR PLAN/ROUTING,
o ][] — SHALL BE PERFORMED IN ACCORDANCE WITH THE SPECIAL PROVISIONS FOR
M4—8a, e THIS PROJECT, SECTION 701 OF THE IDOT “STANDARD SPECIFICATIONS FOR
24°X18 . % [ ROAD AND BRIDGE CONSTRUCTION”, APPLICABLE GUIDELINES IN THE “ILLINOIS
ROAD § | [ MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND
T HIGHWAYS”, AND APPLICABLE HIGHWAY STANDARDS FOR TRAFFIC CONTROL.
CLOSED 3 %
H 3 2 ANY DROP-OFF GREATER THAN THREE INCHES WITHIN EIGHT FEET OF THE
o 53 BROADWAY
B 1000 FT / g H D' -1 P PAVEMENT EDGE, SHALL BE PROTECTED BY TYPE | OR Il BARRICADES (OR
7/ w Ll | — - E ERIE s N % \/3 L= (\ DRUMS) EQUIPPED WITH MONO-DIRECTIONAL STEADY—BURN LIGHTS SPACES
7/ B == ‘ g y ] R AT 50—FOOT CENTERS. BARRICADES THAT MUST BE PLACED IN EXCAVATED
— A 3| S
~ [ = IEa W - / MT ‘ Eluwer o) o Bl jwwer 8| & 3 oA\ AREAS SHALL HAVE LEG EXTENSIONS INSTALLED SUCH THAT THE TOP OF THE
W20-3 - s = " BARRICADE IS IN COMPLIANCE WITH THE HEIGHT REQUIREMENTS OF THE IDOT
48"X48" HIGHWAY STANDARDS.
3 ARROW BOARDS WILL BE REQUIRED WHEN IMPLEMENTING ALL LANE CLOSURES
TR 4 PRIOR TO THE START OF CONSTRUCTION, REQUIRED TRAFFIC CONTROL
DEVICES SHALL BE IN PLACE.
@ 5. IDOT_TRAFFIC CONTROL STANDARDS LISTED BY REFERENCE ON THE TITLE
SHEET SHALL BE USED AS GUIDES IN IMPLEMENTING THE TRAFFIC CONTROL,
Q Q INCLUDING SIGN LOCATIONS, FOR THIS PROJECT.
6. MONO—DIRECTIONAL FLASHING LIGHTS AND ORANGE WARNING FLAGS SHALL BE
) MOUNTED ON ALL “ROAD CONSTRUCTION AHEAD” SIGNS.
M4-9 M3—4 - VERMONT STREET CLOSED 7. THE CONTRACTOR SHALL MAINTAIN ACCESS TO ALL PROPERTIES DURING
30"X24 24°X12" AT AT WESTERN AVE CONSTRUCTION OPERATIONS.
8. DEPICTED TRAFFIC CONTROL IS A MINIMUM REQUIREMENT, AND OTHER WORK
T USE 127TH STREET N, CHARGE, ' THE ‘GOST INCURRED. 70 GOMPLY WILL BE INCLUDED I\ TE.
VERMONT STREET .
(CERMONT STREET ) PAY ITEMS “TRAFFIC CONTROL AND PROTECTION, SPECIAL” AND “TRAFFIC
DETOUR D, @) @) PLAN LEGEND CONTROL AND PROTECTION FOR TEMPORARY DETOUR”.
5 I 9. ILLINOIS DEPARTMENT OF TRANSPORTATION, AND THE ENGINEER SHALL BE
CONSTRUCTION WARNING SIGN WITH AMBER FLASHING NOTIFIED IN WRITING AT LEAST THREE WEEKS PRIOR TO THE DAY THE
A VERMONT STREET CLOSED f} UIGHT & ORANGE WARNING FLAG DETOUR IS TO BE IN EFFECT. THE CONTRACTOR WILL CONTACT THE
M4—o(MODIFIED [A] | AT WESTERN AVE APPROPRIATE LOCAL AGENCIES AND INTERESTED PARTIES.
4—3&)(24” ) SUGGESTED DETOUR ROUTE 10. THE CONTRACTOR SHALL PROVIDE THE ENGINEER WITH THE NAMES AND
LOCAL TRAFFIC ONLY PHONE NUMBERS OF HIS REPRESENTATIVES ON THE CONSTRUCTION SITE AND
M3—2 77777 CONSTRUCTION AREA DURING DETOUR HIS REPRESENTATIVE RESPONSIBLE FOR THE DETOUR SIGNING, PRIOR TO THE
24"X12" : START OF WORK.
DETOUR o @) LOCAL DETOUR ROUTE LL.THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE FIELD LOCATION OF ALL
[8] DETOUR AND CONSTRUCTION SIGNING. THE CONTRACTOR MAY REQUEST THE
ENGINEER TO FIELD VERIFY THE POSITIONS OF ANY SINGS.
» ROAD CLOSED YORK STREET CLOSED TYPE Il BARRICADE WITH STEADY BURNING LIGHT 12.ALL EXISTING SIGNING THAT IS NOT APPLICABLE WHILE THE DETOUR IS IN
T0 AT WESTERN AVE EFFECT SHALL BE COMPLETELY COVERED, OR REMOVED, BY THE CONTRACTOR
M4—9R THRU TRAFFIC ] SIGN IN A MANNER MEETING THE APPROVAL OF THE ENGINEER.
30"X30 LOCAL TRAFFIC ONLY 13. ADVANCED CLOSURE SIGNS (CHANGEABLE MESSAGE SIGNS) SHALL BE
ERECTED AT LEAST 10 DAYS PRIOR TO ANY ROAD CLOSURES.
5‘}}1,;(33, 14.THE CONTRACTOR SHALL CONTACT THE TRAFFIC CONTROL SUPERVISOR AT
(847) 7054470, 72 HOURS PRIOR TO THE PLACEMENT OF ANY TEMPORARY
TRAFFIC CONTROL DEVICES.
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